
Template per Espositore Estensibile - Banner
Dimensione Documento:
150x247cm (base x altezza)
- Linea di taglio 150x247cm
- Margine di sicurezza per i testi
Nota: Rimuovere tutte le linee guida
prima di inviare il documento.

0,87    g/cm3  Density
52,82 Mpa  Tensile Strength 
4033,4 Mpa Tensile Modulus
182,5 °C HDT 

New in! 

UL 94 V-0 and FAR 25.853 
Flame retardant

FR1
463,5%  Elongation at break 
0,98 g/cm3  Density
73 Shore A Hardness

TPU

CTI 600 
Electrically Insulated
ASTM D257-14
Excellent Surface Finishing

3.
0LX

14,82 % Elongation at break    
Waterproof

GT
8928,20 Mpa  Tensile modulus
83,84 Mpa  Tensile strenght
1,097 g/cm3  Density

2.
0XT

11,38% Elongation at break
76,1 Mpa Tensile strenght
186,5° C HDT 

SP

85,25 Mpa Tensile strength
9,46%   Elongation at break
191,9° C HDT 

RS

UL 94 HB and FAR 25.853 
Electrically insulated &
Flame retardant

FR2

GT,SP,XT are compliant to Outgassing  according to Nasa requirements. 
lx 3.0, RS, XT2.0  are compliant to  Outgassing according to ESA requirements.
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397,1%  Elongation at break
0,45      g/cm3  Density
84,8  Shore A Hardness

RL     

Unleash the real power of 3D Printing with 
 The lightest and strongest composite materials


